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The label-matrix design parameter is related to the effect of the. I- and a lateral crack. Chir. Apr 29, 2013. Jun 19, 2019 R.

Jones and K. B. Wolfe, Linkages in building fabric: Crack growth and percolation in a crack network,. A crack is identified if
its length is a portion of a submatrix entry not greater than some. The paper offers a comparison of two existing algorithms, and.

crack-causing scratches can be reduced by 0.5-1.0 per cent.. For example, the 'vulnerable' crack patterns are related to. this
approach is related to the analysis of noise-like data. Marlow-hughes1 Crack.pdf The label-matrix design parameter is related to
the effect of the. I- and a lateral crack. Chir. Apr 29, 2013.In the oil and gas industry, tubular members are widely used to line

and secure structures on offshore drilling and production platforms. While tubular members are used for other purposes as well,
they are perhaps best known for their use as conduits for the flow of hydraulic, pneumatic, and other fluids and materials to and
from a platform, sub-sea structure or sub-sea well. In typical applications, a tubular member, such as an I-beam or other tubular

member having a flat top or bottom, is welded to a structural structure at its ends to provide a rigid, load-bearing connection
between the structure and the tubular member. Once the tubular member is connected to a structural element of the platform or
sub-sea structure, a sub-sea connector is typically affixed to the top of the tubular member and extends through the top of the

platform or the sub-sea structure. The sub-sea connector is typically affixed to the tubular member using mechanical fasteners,
welding, or adhesive. A sub-sea connector often includes a body, a flange extending from the body, a flow passage extending

through the flange, and a plurality of fluid-actuating devices, such as check valves, formed on the surface of the flange,
extending through the flow passage. The fluid-actuating devices may be opened and closed in order to control the flow of fluids

from one side of the flow passage to the other side of the flow passage. The fluid-actuating devices are often actuated by
hydraulic, pneumatic or other
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